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CHANGES AND ADDITIONS TO PARTS BULLETINS 


1031B, Issue 3, Page 6, Model 1, Type Bar Page Printer 
10638, Issue 2, Page 2, Model 20 Type Bar Page Printer 


10648, 3, Model 14 and 20 Non—Typing Reperforator 
20728, 1, Regenerator Unit and Panel 

2os2p, » Model 1, Typing Reperforator 

1og3B, 1, Model Ui, Non~Typing Selector 

loess, Pages 12, 1, Model 1, Typing Reperforator 
1loos, Page 9, Model 1 Typing Reperforator 

13078, 1, Page 8, Model 14 Non~Typing So! 

loss, Page 14, Model 14 Perforator Transmitter 
16s, + Page 6, Model 1, Non-Typing Selector 

1B, Page 12, Sequential Selector 


14,38, Page 8, Sequential Selector 

The two 74722 washers used with the 82440 screws for mounting 
the 688 armature bracket or the 6811 screws for mounting the 90043 
armature bracket, have been replaced by two 12,973 washers. 


The 74722 washers used with the 611 screws for mounting the 
92213 magnet core, have been replaced by two 124973 washers. 


‘The overall dimensions of the 74722 washer and the 124973 washer 
are approximately 5/16" and 11/32" respectively. 
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